
TCD10 I TOUCHSCREEN CONTROL DEVICE

TCD10

� Power Over Ethernet wired connection for  stable and reliable operation
� Customized control panel with ProVisionaire Control PLUS
� Quick onsite setup by accessing the control panel located on DME5 / DME3 server
� Operates in landscape or portrait orientation
� Mounting options

� Wall-mount adapter included
� Optional tabletop stand TS-TCD10

TCD10 TOUCHSCREEN CONTROL DEVICE
TCD10 is a 10-inch touchscreen control device that adds a convenient control option from 
Yamaha. PoE wired connectivity ensures constant power supply and stable network 
performance, while flexible mounting options support wall or tabletop installation.

KEY FEATURES



TOUCHSCREEN CONTROL DEVICE TCD10
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Dimensions (W x H x D) 246 x 168 x 24 mm (9.7 x 6.7 x 1.0 in)

Weight 1.0 kg (2.2 lbs)

Power requirements PoE (IEEE 802.3af), DC 48V

Power consumption 10.8 W (Standby 1.56 W)

Cable Cat 5e or higher (STP)

Connector RJ-45

Operating temperature 0°C to 40 °C

Storage temperature -20°C to 60 °C

Display 10.1” IPS (1280 x 800, 16:10)

TCD10 I TOUCHSCREEN CONTROL DEVICE

GENERAL SPECIFICATIONS

*Preliminary Information




